
Why buy Philips medical 
recording paper?
Philips Medical Supplies

Philips medical recording paper combines excellent trace quality with long term archival 

characteristics.  The information you print now won't fade prematurely when properly 

stored.   The recordings on our chemical/thermal paper for our fetal monitors, bedside 

monitors, and defibrillators can last as long as five years.  Philips also provides a 30 

year warranty on our PTPTM brand anti-fade paper used with specific models of Philips 

cardiographs: 

 Store paper under cool and dry conditions.  Temperatures must not exceed 104oF 

   (40oC) and relative humidity must be below 80%.

 Store identical chemical thermal papers in manila folders or sheet protectors made of 

   polyester, polyimide, polypropylene or acetate.

 To prevent premature image fading on our PTPTM brand paper,  avoid the presence of 

   or coming in contact with chemicals or a combination of chemicals that generates heat  

   or activate the paper background.

 Detailed instructions are included with your paper packaging. 

Using Philips recommended paper eliminates the possibility of damage to the recorder's 

print head due to chemical incompatibility.   To receive the quality, reliability and 

performance you expect from Philips -- use Philips medical recording paper.
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Monitor Description Paper

Compact Portable 
Monitors

M3/M4 Patient Monitor

(M3080A Stand-alone Thermal Recorder)

IntelliVue MP20/MP30 

(Integrated Thermal Recorder)

M4816A

M4817A

Chemical thermal paper without grid

M4816A: box of 10 rolls

M4817A: case of 80 rolls

Roll length: 98 ft. (30m)

Roll width:  2 in. (50mm)
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•
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Bedside Monitors

Hemodynamic 
Measurement

V24/V26 Component Monitoring System 

(M1116A/B Thermal Array Recorder Module)

IntelliVue MP40/MP50 Patient Monitors

IntelliVue MP60/MP70 Patient Monitors

IntelliVue MP90 

(M1116B Thermal Array Recorder Module)

ICG Impedance Cardiography 

(Integrated Thermal Recorder)

40477A

40477B

9898 031 38131

Chemical thermal paper without grid

40477A: 1 box of 10 rolls

40477B: 1 case of 80 rolls

Roll length: 98 ft. (30m)

Roll width: 2 in. (50mm)

Chemical thermal paper without grid

1 box of 20 rolls

Roll length:  20 ft. (6.1m)

Roll width: 2.28 in. (58mm)
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Information Center 
Client
2-Channel Recorder

USB 2-Channel Recorder

4-Channel Recorder

4-Channel Recorder

IntelliVue M3151 Information Center Client 

 

M3176B Recording System (862083)

M3176C USB Recording System (862120)

M3160 USB Recording System

CMS Information Center Client

M1117A Thermal Array Recorder

40477A

40477B

M4816A

M4817A

PSE11268

40469A

Chemical thermal paper without grid

1 box of 10 rolls

1 case of 80 rolls

Roll length: 98 ft. (30m)

Roll width: 2 in. (50mm)

Chemical thermal paper without grid

M4816A: 1 box of 10 rolls

M4817A: 1 case of 80 rolls

Roll length: 98 ft. (30m)

Roll width: 2 in. (50mm)

Chemical thermal paper without grid

1 box of 24 rolls

Roll length: 223 ft. (68m)

Roll width: 4 in. (112mm)

Fan-fold chemical thermal paper 

(unprinted)

 1 case of 20 packs

300 sheets per pack

Size: 5.9 in. x 4.7 in. 

(150mm x 120mm) 

•

•

•

•

•

•

•

•

•

•

•

•

•

•

•

•

•

•



�

Monitor Description Paper

Vital Signs Monitors VS1, VM4, VM6, VM8 Sure Signs

(Integrated Thermal Recorder)

A1/C1 Multi-parameter Patient Monitor

(M3925A Stand-alone Thermal Recorder)

A3/C3 Multi-parameter Patient Monitor

(Integrated Thermal Recorder)

9898031 36891

M4816A

M4817A

Chemical thermal paper without grid

Roll length:  82 ft. (25m)

Paper width:  2.28 in. (58mm)

One box of 5 rolls 

 

Chemical thermal paper without grid

M4816A: box of 10 rolls

M4817A: case of 80 rolls

Paper length: 98 ft. (30m)

Paper width: 2 in. (50mm)
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Fetal Monitors Series 50IX, 50XM, 50XMO (M1350A/B/C)

Series 50A Antepartum (M1351A)

Series 50IP Intrapartum (M1353A)

Avalon FM20 Antepartum (M2702A)

Avalon FM30 Intrapartum (M2703A)

(Integrated Thermal Recorder)

M1910A

M1911A

M1913A

Chemical thermal paper with Stop sign 

   on last page

Orange grid with 1 min. (3cm)  

   highlights

1-100 mmHg IUP scale

30-240 FHR scale

Fan-fold numbered pages 

Chemical thermal paper with Stop sign 

   on last page

Green grid with 0-100 mmHg IUP 

   scale

0-13 kPa scale

50-210 FHR scale

Fan-fold numbered pages 

Chemical thermal paper with Stop sign  

   on last page

Green grid with 1 min. (3cm) highlights

1-100 mmHg IUP scale

30-240 FHR scale

Fan-fold numbered pages
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Defibrillators CodeMaster XL+, XL, XE (M1722A/B, M1723A/B

CodeMaster 100 (M2475A)

Heartstream, HeartStart XLT (M3500B)

Heartstream, HeartStart XL (M4735A)

HeartStart 4000 (M5500B)

HeartStart MRx (M3535A, M3536A)

HeartStart MRx

(Wide Printer)

40457C

40457D

9898031 38171

9898031 38181

Chemical thermal paper with grid

Grid width: 1.6 in. (40mm)

Roll length:  100 ft. (30.5m)

Roll width:  2 in. (50mm)

Critical margin: 1/4 in. (6mm)

40457C: 1 box of 10 rolls

40457D: 1 case of 80 rolls 

One box of 10 rolls

One box of 80 rolls

Chemical thermal paper with grid

Grid width: 2.5 in. (65mm)

Roll length: 100 ft. (30.5m)

Roll width:  2.97 in. (75.4mm)

Critical margin: 0.4 in (10mm)
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Monitor Description Chemical Thermal Paper PTP Anti-Fade Paper

Cardiographs PageWriter XLi, XLS, XLE

 (M1700A, M1701A, M1702A)

M1707A

M1708A

M1709A

M1710A

8.5 in. x 11 in. Z-fold

Red grid, 7.3 cm header

One box of 1600 sheets

8.5 in. x 11 in. Z-fold

Red grid, no header

One box of 1600 sheets

A4 size Z-fold

Red grid, 6.7cm header

One box of 1600 sheets 

A4 size Z-fold

Red grid, no header

One box of 1600 sheets
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M2206A

M2207A

8.5 in. x 11 in. Z-fold

Red grid, 7.3cm header

One box of 1600 sheets 

A4 Z-fold

Red grid, 6.7cm header

One box of 1600 sheets

•

•

•

•

•

•

PageWriter 300i, 200, 100 

(M1770A, M1771A, M1772A)

PageWriter Touch 

(860284, 860287, 860288, 

860290)

M2481A

M2483A

8.5 in. x 11 in. Z-fold

Light red grid, 7.3cm header

One box of 1600 sheets 

A4 size Z-fold

Light red grid, 6.7cm header

One box of 1600 sheets

•

•

•

•

•

•

M2485A

M2486A

8.5 in. x 11 in. Z-fold

Light red grid, 7.3cm header

One box of 1600 sheets 

A4 size Z-fold

Light red grid, 6.7cm header

One box of 1600 sheets

•

•

•

•

•

•

PageWriter Trim I, II, III, RX

(860286, 860287, 860288, 

860290)

M3707A

M3708A

8.5 in. x 11in. Z-fold

Light red grid, 7.3cm header

One box of 1600 sheets 

A4 size Z-fold

Light red grid, 6.7cm header

One box of 1600 sheets

•

•

•

•

•

•

n/a

TraceMasterVue ECG 

Management System

(860281, 860294)

M1737A

(for laser printer)

M1738A

(for laser printer)

8.5 in. x 11, 2.4 in. header

Preprinted with red grid,

One case=10 packs/500 pgs. 

Preprinted with red grid

A4 size, 60mm header

One case=10 packs/500 pgs.

•

•

•

•

•

•

n/a

StressVute Cardiac Stress Test 

System (860295)

989803137011

989803143031 

8.5 in x 11 in. Z-fold

A4 size Z-fold

3,000 sheets per box

Red grid, no header

•

•

•

•

n/a


